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(2015 Supplement includes ANSI/ASHRAE/IES Addenda a, c, d, e, g, h, j, k, m, n, o, p, q, r, 
s, z, aa, ac, ad, ae, ag, ak, bm, and dx to ANSI/ASHRAE/IES Standard 90.1-2013) 

 
December 3, 2015 

 
The corrections listed in this errata sheet apply to the 2015 Supplement to ANSI/ASHRAE/IES Standard 90.1-
2013 (I-P and SI). The first printing is identified on the outside back cover of the Supplement as “8/15”.  

 

NOTICE: ASHRAE now has a list server for Standing Standards Project Committee 90.1 (SSPC 
90.1). Interested parties can now subscribe and unsubscribe to the list server and be automatically 
notified via e-mail when activities and information related to the Standard and the User’s Manual 
is available. To sign up for the list server please visit Project Committee List Servers for 
Standard on the Technology / Standards section of the ASHRAE website at  
http://www.ashrae.org/resources--publications/periodicals/listserves.  

  
Page(s) Erratum 

  
72 TABLE G3.8 Lighting Power Densities Using Building Area Method (SI). In the second 

column of Addendum bm to 90.1-2013, Table G3.8 (SI), change the column heading from 
“W/ft2” to “W/m2”. 

  
  
 


